
Horizontal Pressure Screw 

Turn Spin Lock Handle clockwise to lock 
and turn Counter clock wise to unlock 
Adjusting tube 

While supporting the Rail, Pull 
the Pin lock and adjust the 
Adjusting tube up or down, 
always ensure the pin is fully 
engaged in an adjusting hole prior 
to locking the spin lock.  

Supplemental Assembly Instruction for Performance Series Collapsible JFK Uprights 
 
Assembly of JFK Upright 
 
1. Locate the two (2) Individual upright tubes complete with 

combination Spin / Pin Lock devise and the Upright’s cross 
support Assembly. 

 
2. Locate the 7/32” and 3/16” Allen keys. 
 
3. Begin by removing the Countersunk screw from the bottom 

of the individual upright tube. 
 
4. Loosen the horizontal pressure screw on the Upright’s 

cross support Assembly to allow the Upright tube to slide 
past it when inserted, as shown. 

 
5. Insert Individual Upright Tube into the Uprights Cross 

Support Assembly as shown, the combination Spin / Pin 
Lock devise must be facing out wards as shown. 

 
6. Push on the upright tube until it bottoms out, and insert the 

Countersunk screw into the bottom of the Upright’s cross 
support Assembly, screwing it into the bottom of 
the individual upright tube. 

 
7. Using the larger 7/32” Allen Key tighten the 

Countersunk screw securely, ensure it is below or 
flush with the bottom. 

 
8. Now using the smaller 3/16” Allen Key tighten the 

horizontal pressure screw securely. 
 
9. Repeat steps 3 to 8 and install the other Individual Upright 

Tube in to the Upright’s cross support Assembly. 
 
10. Refer to the Main JFK assembly literature for complete details on fastening and 

assembly of the all other related components to the Just For Kids Product Line. 
 
Operation of Combination Spin / Pin Lock on the JFK Upright  
 
Note: Always ensure that the Pin Lock is 

fully engaged in an adjusting hole 
before tightening the Spin lock. This 
equipment must have the spin lock 
tightened securely and pin lock fully 
engaged at all times before attempting 
to use the apparatus, check during use 
to ensure that the locking mechanism 
is tight & that the pin is engaged. 
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